


Landoll Corporation’s narrow aisle forklifts are produced using the latest technology in AC electric
controls and on demand integrated LP gas fuel systems. The elimination of rear end swing during
stacking eliminates product damage and visibility to the loads and forks.

Energy Efficient Designs + Reduced Maintenance Costs = Lower Overall Cost of Ownership

D The Bendi Articulating Narrow Aisle forklifts store pallet loads from aisles as narrow as 650 (1.65M)
(% ¢ to lift heights of 4920 (12.5M). Electric and LP Gas models are available.
_ Power TI:ipIe l\_llast Q_uad Mast Storage Aisle with
Capacity Source Lift Helght Lift I-_Ielght 48” L x 40” W Load
Available Available (1.2M L x 1M W Load)
Ibs. kg in. M in. M in. M

Bendi B3/30AC 3,000 1,361 Electric 360 9.14 N/A N/A 72 1.83
Bendi B30AC 3,000 1,361 Electric 272 6.91 312 7.92 78 1.98
Bendi B40AC 4,000 1,814 Electric 374 9.50 374 9.50 78 1.98
Bendi B40VAC 4,400 2,000 Electric 417 10.60 N/A N/A 72 1.83
Bendi B40AC-HL 4,400 1,996 Electric 492 12.50 N/A N/A 78 1.98
Bendi B40AC-DR *2,500 | *1,136 Electric 425 10.80 N/A N/A 96 2.44
Bendi B55AC 5,500 2,495 Electric 360 9.14 315 8.00 84 213
Bendi B50AC-HL 5,000 2,268 Electric 492 12.50 N/A N/A 84 213
Bendi B50AC-DR *3,000 | *1,364 Electric 425 10.80 N/A N/A 96 244
Bendi B40i5 4,000 1,814 LP Gas 360 9.14 312 7.92 78 1.98

* Bendi-DR Capacities are at Second Deep Position

The Drexel SwingMast® Very Narrow Aisle forklifts store pallet loads from aisle as narrow as 560
@@: E g — . (1.4M) to lift heights of 3720 (9.44M). The SwingMast® is also a long load side loader that can store
— and transport long loads in narrow aisles. Electric, LP Gas and diesel models are available.

Triple Mast Quad Mast Storage Aisle with

Power

Capacity Source Lift Height Lift Height 48” L x 40” W Load
Available Available (1.2M L x 1M W Load)
Ibs. kg in. M in. M in. M

Drexel SwingMast®
SLT30AC 3,000 1,361 Electric 272 6.91 312 7.92 56 1.42
SLT35AC 3,500 1,588 Electric 272 6.91 312 7.92 56 1.42

3,000 1,361 Electric 272 6.91 312 7.92 60 1.52
SLAC-2 4,000 1,814 Electric 360 9.14 312 7.92 60 1.52

5,000 2,268 Electric 374 9.50 315 | 8.00 60 1.52
SL60 6,000 2,722 Electric 289 7.34 294 | 7.47 66 1.68
SL80 8,000 3,629 Electric 281 714 N/A N/A 72 1.83
SL120 12,000 | 5,443 Electric 243 6.17 N/A N/A 78 1.98
R60i4 6,000 2,722 LP Gas 240 6.10 N/A N/A 72 1.83
Drexel EX Explosion Proof
FL40AC-EX 4,000 1,814 Electric 242 6.15 250 6.35 144 3.66
FL60AC-EX 6,000 2,722 Electric 242 6.15 250 6.35 144 3.66

The specifications contained in this spec sheet are subject to change at any time without notice. Actual dimensions and performance data given herein may vary due to manufacturing tolerances.
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