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INTRODUCTION AND SAFETY INFORMATION
Figure 1-4: Safety Decal Locations (2 of 2)
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Chapter 3
Assembly
! CAUTION

The intent of this chapter is to provide instruction,
allowing you to safely and correctly assemble your
Brillion product.

IMPORTANT
If a pre-assembled component or fastener is
temporarily removed, ensure it is correctly
re-installed per these instructions.

• Check that all working parts move freely, bolts are
tight and cotter pins are spread.

• Park the seeder in a work area that has a level
surface and make sure it is blocked securely so that it
cannot roll.

Seeder Assembly
Support the frame and seedbox assembly with a hoist or
by similar means capable of supporting its weight without
tipping.

NOTE
“Left” and “Right” refer to directions seen as if standing
behind the machine and facing in the direction of forward
travel.

Figure 3-1: Pull Type Seeder Drawbar Installation

Do not work on or under this machine unless
securely blocked and supported by a hoist or
tractor or by other sufficient means!
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ASSEMBLY
Field Installation Agitator Box
The deflector on the front box must be reversed prior to
installing the Agitator Box.

Remove the four 5/16-18 x 3/4" capscrews, lock washers
and hex nuts and reverse the deflector so that the upper
flare edge faces rearward instead of forward. Re-insert
the removed hardware with the head of the bolts to the
inside. See Figure 3-8.

Figure 3-8: Deflector

1. Remove existing Seedbox Drive Chain and add the 4
pitch section to it. Set it aside.

2. Attach the mounting brackets to the sides of the box
using four 3/8 - 16 x 1” capscrews, lock washers and
hex nuts. See Figure 3-9.

3. Slide Rear Box 12 GA Washer onto the Cotter Pin
end of the Seed Shaft. If washer keeps falling off the
shaft, you may need to remove the cotter pin and
re-insert it after you have the box mounted to the
frame.

4. Position the box onto the frame and secure with four
1/2 - 13 x 1 1/4” capscrews, lock washers and hex
nuts.

5. Install chain. See Figure 3-10.

6. Remove Wing Nut and Flat Washer from Shifter
Plate. Insert Shifter Pin into Seed Box Slide and
attach to Shifter Plate with 1/2-13 x 1" Capscrew and
Flat Washer. Re-install Wing Nut and Flat Washer.

7. Attach the Seedbox Cover, using six 1/4 - 20 x 1/2”
capscrews.

8. Slip each Cover Lock Pivot into each Cover Bracket
so the ears protrude out of both sides of the bracket.

9. Apply Seed Chart and Warning Decal to Seedbox
Cover.

10. Apply Red Reflective Decal, Red-Orange Decal,
Food Plot Decal and Brillion Decal to the Rear of the
Seedbox.
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ASSEMBLY
Optional Rock Box
• Attach Rock Box to Frame angles just in front of the

Seedbox with 1/2-13 x 1-1/2 capscrews, flat washers
and lock nuts. See Figure 3-11.

Figure 3-11: Rock Box

Optional Positive Drive Roller
1. Remove Scraper Assembly and set it aside.

2. Remove Upper and Lower Chain Guards, Primary
Drive Chain and Firming Roller.

3. Remove Sprocket from Firming Roller and re-install it
onto Positive Drive Roller in the same position.

4. Install roller, chain and guards onto the Frame in
reverse order of disassembly.

5. Starting with the left side of the scraper assembly,
move the second scraper so the gap between it and
the first is 3-5/16". Continue to adjust gap between
each scraper to 3-5/16". Do not tighten hardware.
One scraper will need not be used with positive drive
roller.

6. Reinstall scraper assembly to seeder and fine tune
scraper adjustment. Tighten scraper hardware with
roller lowered on level surface. See Figure 3-12..

Figure 3-12: Positive Drive Roller
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GENERAL REFERENCE AND SPECIFICATIONS
Arbor Bolt 1.125 in. (28.6 mm) Square 1.125 in. (28.6 mm) Square 1.125 in. (28.6 mm) Square

Gang Bearings 1.125 in. (28.6 mm) Greaseable 1.125 in. (28.6 mm) Greaseable 1.125 in. (28.6 mm) Greaseable

Angle of Operation 10 or 15 Degrees 10 or 15 Degrees 10 or 15 Degrees

Harrow Assembly

Tooth Bars 2 2 2

Type of Teeth 10” Mini S-Tines 10” Mini S-Tines 10” Mini S-Tines

Tooth Spacing Nominal 7.5 in (191 mm) Nominal 7.5 in (191 mm) Nominal 7.5 in (191 mm)

0 to 3 in. (76.2 mm) in. 0 to 3 in. (76.2 mm) in. 0 to 3 in. (76.2 mm) in.

Tooth Depth of Operation 1 in. (25.4 mm) Increments 1 in. (25.4 mm) Increments 1 in. (25.4 mm) Increments

Under Bar Clearance 11.5 in. (292 mm) 11.5 in. (292 mm) 11.5 in. (292 mm)

Seeder Assembly

Seed Box Type All Steel Construction with
Cover

All Steel Construction with
Cover

All Steel Construction with
Cover

Seed Box Capacity 2.625 bu. 2.625 bu. 2.625 bu. Each Box

Seed Meters "Micro-Meter" Brush Agitator "Micro-Meter" and Brush
Agitator

Seed Meter Drive Positive Ground Driven with
Disconnect

Positive Ground Driven with
Disconnect

Positive Ground Driven with
Disconnect

Seed Meter/Opening Spacing 6 in. (152 mm) 4 in. (102 mm) 6 in. (152 mm) / 4 in. (102 mm)

Seed Delivery Broadcast with Wind Deflector
Tray

Broadcast with Wind Deflector
Tray

Broadcast with Wind Deflector
Tray

Pulverizer Assembly

Working Width of Pulverizer 6 ft. 0 in. (1.8 m) 6 ft. 0 in. (1.8 m) 6 ft. 0 in. (1.8 m)

Pulverizer Wheels 9.5 in. (241 mm) Gray Cast Iron 9.5 in. (241 mm) Gray Cast Iron 9.5 in. (241 mm) Gray Cast Iron

Number of Wheels 31 31 31

Pulverizer Scraper Standard Standard Standard

Pulverizer Axle Bearings 1.5 in. (38.1 mm) Greaseable 1.5 in. (38.1 mm) Greaseable 1.5 in. (38.1 mm) Greaseable

Axle Size 1.75 in. (44.5 mm) 1.75 in. (44.5 mm) 1.75 in. (44.5 mm)

Floating Hitch Cat. I-II Quick Hitch Compatible Cat. I-II Quick Hitch Compatible Cat. I-II Quick Hitch Compatible

Hitch Jack NA NA NA

"Micro-Meter" Seed Box Kit Standard Optional Standard

Brush Agitator Seed Box Kit Optional Standard Standard

Coil Tine Drag Kit Optional Optional Optional

Cargo/Rock Box Kit Optional Optional Optional

Posi-Drive Pulverizer Roller (In Lieu of Standard Pulverizer
Assembly)

(In Lieu of Standard Pulverizer
Assembly)

(In Lieu of Standard Pulverizer
Assembly)

Horsepower Requirements 35 HP (26.88 kW) and up 35 HP (26.88 kW) and up 35 HP (26.88 kW) and up

Recommended Operating Speed 3 to 5 MPH (5 to 8.3 km/h) 3 to 5 MPH (5 to 8.3 km/h) 3 to 5 MPH (5 to 8.3 km/h)

Food Plot Seeder Specifications

FPST-6 FPSAT-6 FPSBT-6
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